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1 Executive summary 

Indonesiaõs invaluable tropical forests are home to many endangered species, comprise high biodiversity 

and store huge amounts of carbon. However, these forests are threatened by wild fires each year during 

the dry season. A very severe El Niño hit Indonesia in 2015 and resulted in an extreme drought. 

Consequences were vast disastrous forest and peat fires.  

The aim of this project is to estimate damage caused by these fires in Indonesia 2015/2016 using 

Sentinel-1 imagery. Comprehensive burned area maps derived from Sentinel-1 imagery are created for 

Indonesiaõs three largest islands, namely Sumatra (480,000 km²), Kalimantan (536,000 km²) (part of the 

island Borneo) and West-Papua (460,000 km²) for the dry season of 2015 and 2016. The resulting burned 

area maps are validated using multispectral Sentinel-2 and Landsat-8 data of acceptable could coverage 

as well as using field information collected in alliance with GIZ in Sumatra. Fire emission estimates are 

then derived for the study period using existing carbon stock and land cover maps with corresponding 

emission factors.  

The Product Validation Report describes the validation approaches as well as results of burned area 

assessment, pre-fire land cover and carbon emissions estimations conducted with in this study.  

2 Introduction 

Vast and disastrous forest and peat fires were raging across Indonesia in 2015 putting Indonesia on track 

to be one of the worldõs largest carbon emitters this year. Especially peat fires are smouldering 

underground and produce thick haze drifting to neighbouring countries Malaysia, Singapore and 

Thailand. The thick haze causes not only economic harm but also health issues caused by the pollution: 

The Pollutant Standards Index (PSI) is an air quality index which broadly exceeded values of 300 which 

represent òhazardousó air quality. In Central Kalimantan, an alarming PSI value of 1,801 was recorded on 

1st October 2015. It is assumed that the fires are mostly started deliberately and illegally for large-scale 

plantation development for pulpwood and oil palm. The drainage of peatland areas increases the 

susceptibility to fires which is further enhanced by strong El Niño episodes causing a prolonged drought 

period. In 2015, the region was experiencing a very strong El Niño climate phenomenon. Recent 

estimates from the Global Emission Fire Database indicate that Indonesiaõs fire emissions from 2015 are 

estimated at 1.75 Gt of carbon [1]. 

These estimates contain a substantial amount of uncertainty related to the complex fire situation and 

the fact that they are based on fire detections derived from MODIS. NASAõs two MODIS satellites Aqua 

and Terra make active fire data available every day by applying a fire and thermal anomalies algorithm 

[2]. Thermal anomalies or active fires represent the centre of a 1 km² pixel containing one or more fires 

within the pixel. This is the most basic fire product in which active fires and other thermal  anomalies, 

such as volcanoes, are identified. However, thick haze and clouds prevent the detection of active fires 

which in turn result in substantial underestimation of fire events (see Figure 1). Fires were only detected 

in areas where the blanket of haze was thin enough.  
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Figure 1: MODIS imagery and hotspot data from 24 September 2015 showing that thick haze from wildfires on Borneo.  

 

In an attempt to monitor and contain these fires, ground teams assess the extent and intensity of fire 

damage. Nevertheless, their reports describe difficulties in measuring impacts onsite and underline the 

need for additional management techniques. In contr ast, remote sensing approaches appear to present 

a viable solution for fire management. The European C-band SAR satellite Sentinel-1 can penetrate thick 

haze and detect damage caused by recent fires on the ground. Similarly, valuable multispectral imagery 

of regions before and after fires can be acquired by Sentinel-2, in order to complete time series analyses.  

The aim of this project is to estimate the damage caused by the fire catastrophe 2015 in Indonesia and 

related fire emissions as well as for the year 2016. Comprehensive burned area maps derived from 

Sentinel-1 imagery are created for fire prone areas in the three largest islands of Indonesia (Sumatra, 

Kalimantan and West Papua). An object-based classification approach for Sentinel-1 was developed 

which detects the disturbance between two time steps, one before and one after the fire. The resulting 

burned area maps are then validated on the one hand by using Sentinel-2 and Landsat-8 data of 

acceptable cloud coverage, and on the other hand based on in-situ data collected in alliance with the 

GIZ (German Corporation for International Cooperation) for Sumatra. Previous work has shown that burn 

scars can be identified with high accuracy in Landsat or Sentinel-2 imagery using an object-based 

classification approach [3]. Emission estimates will be derived for the study period, using methodologies 

developed for and presented in Borneoõs GlobBiomass study or existing land cover maps such as CCI 

Land Cover or Indonesian Ministry of Environment and Forestry (MoEF) land cover maps with 

corresponding emission factors. These existing land cover maps are cross-compared with a separately 

produced land cover map on a 100.000 km² study site. 
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3 Methods 

3.1 Sentinel-1 burned area validation 

Burned areas classified on the basis of Sentinel-1 imagery (see D1 Algorithm Theoretical Basis Document 

- ATBD [4]) were validated using in-situ GPS, ground and aerial photo information (collected in 

collaboration with GIZ in Sumatra), Sentinel-2 and Landsat-8 data. Sentinel-2 and Landsat-8 imagery 

were acquired on designated areas where cloud coverage allows comprehensive burned area detection 

(Figure 2). These areas were assigned to specific validation sites (S1, B1-6, P1-6). Scenes acquired shortly 

after the fire season (approximately until December) were used as burn scars are detected with higher 

confidence (Table 1). If the time delay is too large then fast regrowth of vegetation impedes the detection 

of burned areas (Figure 3). All images were pre-processed including geometric, radiometric and 

atmospheric correction as described in the ATBD [4]. Additionally, Sentinel-2 imagery will be 

automatically classified for burned areas by an object-based classification approach and compared to 

burned area classifications derived from Sentinel-1.  

 

 

Figure 2: Locations of validation sites where Sentinel-2 and Landsat-8 data with relatively low cloud coverage was 

acquired shortly after the fire season.  
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Table 1: Overview of used Sentinel-2 and Landsat-8 imagery for validation and 

accuracy assessment. The locations of the validations site are depicted in Figure 2.  

Region  
Validation 

site 
Sensor 

Acquisition 

date 
Scene name 

Sumatra S1 Landsat-8 01/11/2015 LC81240632015305LGN00 

Borneo 

B1 Sentinel-2 26/12/2015 S2A_20151226...T49MFT 

B2 Sentinel-2 26/12/2015 S2A_20151226...T49MET 

B3 Sentinel-2 26/12/2015 S2A_20151226...T49MFS 

B4 Sentinel-2 26/12/2015 S2A_20151226...T49MGS 

B5 Landsat-8 31/10/2015 LC81170582015304LGN00 

B6 Sentinel-2 23/12/2015 S2A_20151223...T50MLB 

Papua 

P1 Landsat-8 19/11/2015 LC81060622015323LGN00 

P2 Landsat-8 18/10/2015 LC81060602015291LGN00 

P3 Landsat-8 11/10/2015 LC81050612015284LGN00 

P4 Sentinel-2 03/12/2015 S2A_20151203...T53LQG 

P5 Sentinel-2 03/12/2015 S2A_20151203...T53LRG 

P6 Sentinel-2 30/11/2015 S2A_20151130...T54LVM 

 

 

Sentinel -2 (26/12/2015)  Landsat-8 (22/04/2016)  

 

 

Figure 3: Example of fast regrowth which hampers the detection of burn scars approximately four months later.  

 

3.1.1 Accuracy assessment of Sentinel-1 burned areas 

In-situ information, collected in April 2016 within  the GIZ BIOCLIME project area in Sumatra, together 

with Sentinel-2 and Landsat-8 imagery served as reference data for accuracy assessment of burned area 

classifications derived from Sentinel-1.  

An independent accuracy assessment and verification of the classification results with reference data is 

an essential component of the processing chain. The accuracy analysis provides an accuracy matrix 

considering userõs and producerõs accuracies, the overall accuracy and the Kappa index.  
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An accuracy matrix compares the land cover information from the reference samples to the classification 

results. The overall accuracy shows the percentage of correctly classified reference samples among all 

reference samples, the producerõs accuracy indicates how well the reference site given cover type is 

classified and the userõs accuracy on the other hand indicates the probability that a pixel classified into 

a given category actually represents that category on the ground. Finally, the Kappa index serves as an 

indicator of the extent to which the percentage correct values of an  accuracy matrix are due to òtrueó 

agreement versus òchanceó agreement [5]. 

When choosing the amount of samples to be collected for the subsequent accuracy assessment a 

balance what is statistically sound and what is practically attainable must be found. General guidelines 

for accuracy assessment of remotely sensed data suggest that the minimum number of samples should 

be at least 50 per category/land cover class [6].  

In addition, the choice and distribution of the samples (sampling scheme) is an important component 

of an accuracy assessment. Five different sampling schemes are common [6]: 

¶ Simple random sampling:  Here each sample unit in the study area has an equal chance of 

being selected. Main advantage here is the good statistical properties that result from the 

random selection of samples. 

¶ Systematic sampling:  Here the sample units are selected at some equal interval over the study 

area. Main advantage here is the ease in sampling somewhat uniformly over the whole study 

area. 

¶ Stratified random sampling:  The sampling scheme is similar to simple random sampling only 

that prior knowledge of the study area is used to divide the area into groups or strata (classes) 

and then each stratum (class) is randomly sampled. The main advantage here is that all strata 

(classes), no matter how small, will be included. 

¶ Cluster sampling: This sampling scheme is frequently used in assessing the accuracy of 

remotely sensed data, especially to collect information on many samples quickly. 

¶ Stratified systematic unaligned sampling:  Here it is attempted to combine the advantages of 

randomness and stratification with the ease of a systematic sampling without the common 

problems arising when applying systematic sampling. 

Therefore, we decided to use all available in-situ information and apply stratified random sampling for 

each validation site with multispectral imagery using a sample size of 50. In-situ data include GPS 

locations, geo-referenced ground photos and aerial drone data which were categorized into the classes 

òburnedó and ònot burnedó. Figure 4 shows the locations and examples of collected in-situ information 

in South Sumatra in April 2016. The photos depict examples that were used and categorized into the 

classes òburnedó and ònot burnedó. Multispectral imagery (Sentinel-2 and Landsat-8) was visually 

categorized into the classes òburnedó and ònot burnedó for each of the 1,300 stratified random sampling 

points. The validation was solely based on visual interpretation of satellite images at the sampling points 

as the automatic classification (see 3.1.2) was not accurate enough for validation purposes. The locations 

of the validation sites are shown in Figure 2.  
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Figure 4: Locations of in-situ data collected in collaboration with GIZ in South Sumatra. The photos show examples of 

burned and adjacent not burned areas.  

 

3.1.2 Automatic burned area classification comparison of SAR and multispectral data 

Sentinel-2 and Landsat-8 images were pre-processed as described in the ATBD [4] and processed by an 

object-based classification method with a hierarchical rule-set. This approach classifies spatially adjacent 

pixels as a group of pixels with similar spectral characteristics (image objects). Burned areas were 

classified per validation site in relatively cloud free regions (see Figure 2) on the basis of different burn 



12 

 

ratio indices. Previous work has shown that these ratios are capable to detect burned areas in Landsat 

scenes over cloud and haze free areas (see Figure 5) and this approach was adapted to Sentinel-2 

imagery [7]. Areas covered by clouds, cloud shadow or topographic shadow will not allow a detection 

of burned areas with this method and were therefore excluded.  

 

Landsat BR1 BR2 

   
NBR Burned area classification 

  

Figure 5: Landsat image with corresponding burn ratio 1 (BR1), burn ratio 2 (BR2), and normalized burn ratio (NBR) 

used for automatic burned area classification. 

 

Burned areas were classified per validation site with ratios based on bands b0.84µm, b2.22µm, and b11.45µm:  

¶ BR1 = (b0.84µm - b11.45µm) / (b0.84µm + b 11.45µm) (eq. 1) 

where b0.84µm is the reflectance value of Near Infrared (0.76-0.90 µm) and b11.45µm is the reflectance 

value of Thermal Infrared (10.4-12.5µm).  

¶ BR2 = (b0.84µm - b2.22µm) / (b0.84µm + b 11.45µm) (eq. 2) 

where b0.84µm is the reflectance value of Near Infrared (0.76-0.90 µm), b2.22µm is the reflectance 

value of Mid-Infrared (2.08-2.35 µm) and b11.45µm is the reflectance value of Thermal Infrared (10.4-

12.5µm).  

¶ NBR = (b0.84µm - b2.22µm)/(b0.84µm + b 2.22µm) (eq. 3) 

where b0.84µm is the reflectance value of Near Infrared (0.76-0.90 µm) and b2.22µm is the reflectance 

value of Mid-Infrared (2.08-2.35 µm).  

The burned area classification from multispectral imagery was conducted on all images listed in Table 1 

by finding appropriate  threshold values for BR1, BR2 and NBR for each scene and quantitatively 

compared to Sentinel-1 burned area classifications.  
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A classification of burned area using the ABAMS software by the University of the Basque Country, as 

suggested in D2.1 ð Product Validation Plan [8], was not implemented in the validation workflow  due to 

the frequent cloud coverage over the study region. The ABAMS software requires cloud-free pre- and 

post-fire imagery which was not applicable in the study region.  

3.2 Emission and damage assessment 

In order to evaluate both fire emission estimations derived from CCI and MoEF land cover (see ATBD 

[4]), an independent pre-fire land cover classification was conducted on the basis of Landsat-8 for a 

designated area in South Sumatra of app. 100.000 km². A special focus was paid to distinguish different 

forest types with regard to different carbon storage. The classification approach is described in the ATBD 

[4].  

It is assumed that the produced land cover classification is more accurate than existing, available land 

cover maps (CCI and MoEF) in terms of resolution and land cover class distinction. Therefore, the 

calculated emissions were compared on basis of estimated emission of the produced land cover 

classification. The approach to calculate vegetation and peat fire emissions is described in the ATBD [4].  

4 Results 

4.1 Sentinel-1 burned areas 

4.1.1 Mapped burned areas 

Figure 6 shows mapped burned areas derived from Sentinel-1 in Sumatra, Kalimantan and Papua 

(Indonesia) for 2015. Most fires are located in the southern part of Kalimantan, the south-eastern part 

of Sumatra and the southern part of Papua. The total burned area for the three regions in 2015 is 

estimated at 4,604,569 ha. Approximately half of  mapped burned areas are located in Kalimantan with 

2,268,352 ha whereas in Sumatra 1,518,127 ha were classified as burned and in Papua 818,090 ha.  

 

Figure 6: Spatial distribution of Sentinel-1 burned areas in 2015.  

 

In total, 37% of classified burned areas was on peat of which approximately half were in Kalimantan. 

Table 2 shows the total burned area derived from Sentinel -1 for the three regions  categorized by areas 

on peat and not on peat . Considering fires on peat is very crucial for fire emission estimation (see ATBD 

[4]).  
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Table 2: Total burned areas derived from Sentinel-1 imagery on peat and not on peat based on Wetlands International 

peat layer.  

 Sumatra  Kalimantan  Papua Total  

burned not on peat [ha] 1,161,692.80 1,455,200.12 283,473.50 2,900,366.41 

burned on peat [ha]  356,434.47 813,151.75 534,616.01 1,704,202.23 

Total burned area [ha]  1,518,127.26 2,268,351.87 818,089.51 4,604,568.65  

 

4.1.2 Accuracy assessment 

In total, 138 GPS locations, 1,631 photos and 145 drone samples were available and used for Sentinel-1 

burned area accuracy assessment. The GPS locations and the geolocated photos were carefully selected 

regarding their position in the field. On ly points within burned areas larger than the MMU were selected. 

Additionally, the spatial inaccuracy of the respective GPS device was taken into account in the selection 

of the validation points. The GPS locations resulted in an overall accuracy of 77.54%, the photo validation 

in 84.92% and drone data in 80.69%. The following tables show the error matrices for in-situ validation 

of delineated burned areas including userõs and producerõs accuracy as well as the kappa index (Table 3, 

Table 4, Table 5).  

 

Table 3: Error matrix for Sentinel-1 burned area classification based on GPS locations shown in Figure 4.  

  

GPS 

burned 
not 

burned 
total   

Userõs 

accuracy 

m
a
p

p
e

d
 b

u
rn

e
d
 a

re
a

 burned 59 9 68 86.76 

not burned 22 48 70 68.57 

total  81 57 Correct=107  

Total samples=138 

Overall acc.=77.54%  

Kappa=0.77  
Producerõs 

Accuracy 
72.84 84.21 

 

Table 4: Error matrix for Sentinel-1 burned area classification based on ground photos (Figure 4). 

  

Photos  

burned 
not 

burned 
total   

Userõs 

accuracy 

m
a
p

p
e

d
 b

u
rn

e
d
 a

re
a

 burned 277 132 409 67.73 

not burned 114 1108 1222 90.67 

total  391 1240 Correct=1,385  

Total samples=1,631 

Overall  acc.=84.92%  

Kappa=0.85  
Producerõs 

Accuracy 
70.84 89.35 
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Table 5: Error matrix for Sentinel-1 burned area classification based on drone data (Figure 4). 

  

Drone  

burned 
not 

burned 
total   

Userõs 

accuracy 

m
a
p

p
e

d
 b

u
rn

e
d
 a

re
a
 

 burned 70 3 73 95.89 

not burned 25 47 72 65.28 

total  95 50 Correct=117  

Total samples=145 

Overall acc.=80.69%  

Kappa=0.81  
Producerõs 

Accuracy 
73.68 94.00 

 

Within each validation site, 50 samples were randomly distributed within and outside mapped burned 

areas, respectively. Table 6 shows the overall confusion matrix including userõs and producerõs accuracy 

for each validation site. The locations of the validation sites are shown in Figure 2. The validation of 

classified burned areas using multispectral imagery resulted in an overall accuracy of 83.54%.  
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Table 6: Error matrix for visual multispectral accuracy assessment of Sentinel-1 burned areas. Validation sites are 

depicted in Figure 2.  

 

Overall Accuracy 83.54% 
  

Kappa 0.84   

    

  

  

 

 

Combining in-situ and multispectral validation samples, an overall accuracy of 83.85% and kappa index 

of 0.84 was achieved (Table 7).  
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Table 7: Error matrix for all available validation samples consisting of in-situ and multispectral reference data. 

 

4.1.3 Automatic burned area classification comparison of SAR and multispectral data 

Each validation site was automatically classified for burned areas based on multispectral imagery and 

compared to the results obtained from SAR Sentinel-1 data. Table 8 depicts an overview of automatically 

mapped burned areas based on multispectral data (Sentinel-2 and Landsat-8) or SAR Sentinel-1 imagery. 

The multispectral acquisition date, the total area of the validation site, the cloud  coverage in 

multispectral imagery as well as detected burned areas using multispectral and SAR data, respectively, 

is shown. These numbers are illustrated in the graph in Figure 7 in order to compare both numbers of 

detected burned areas. The graph also emphasises the difficulty to compare both dataset for automatic 

burned area assessment due to acquisition time difference and cloud coverage.  

Table 8: Comparison of mapped burned areas on the basis of multispectral or Sentinel-1 imagery.  

Region  

Vali

dati

on 

site 

Sens

or  

multispectr

al 

acquisition 

date  

SAR 

pre-fire 

acquisition  

date  

SAR  

post-fire 

acquisition 

date  

Total area  
Multispectral 

burned area  
Cloud coverage  

Sentinel -1 

burned area  

      [ha]  [ha]  [%]  [ha]  [%]  [ha]  [%]  

Sumatra S1 L-8 01/11/2015 26/06/2015 24/10/2015 1,959,549 16,239 0.8% 119,454 6.1% 98,187 5.0% 

Borneo 

B1 S-2 26/12/2015 01/07/2015 05/10/2015 88,455 4,427 5.0% 13,683 15.5% 826 0.9% 

B2 S-2 26/12/2015 01/07/2015 05/10/2015 97,747 831 0.9% 15,107 15.5% 95 0.1% 

B3 S-2 26/12/2015 01/07/2015 05/10/2015 217,399 32,089 14.8% 58,296 26.8% 60,510 2.8% 

B4 S-2 26/12/2015 20/07/2015 24/10/2015 56,446 5,688 10.1% 22,842 40.5% 15,793 28.0% 

B5 L-8 31/10/2015 27/07/2015 31/10/2015 339,101 4,601 1.4% 132,024 38.9% 2,292 0.7% 

B6 S-2 23/12/2015 27/07/2015 31/10/2015 198,768 8,703 4.4% 13,652 6.9% 19,114 9.6% 

Papua 

P1 L-8 19/11/2015 28/06/2015 19/11/2015 851,795 2,326 0.3% 616,920 7.2% 586 0.1% 

P2 L-8 18/10/2015 28/06/2015 19/11/2015 343,044 1,987 0.6% 84,922 24.8% 453 0.1% 

P3 L-8 11/10/2015 05/07/2015 09/10/2015 112,719 145 0.1% 10,628 9.4% 12 0.0% 

P4 S-2 03/12/2015 30/06/2015 28/10/2015 50,263 1,420 0.3% 11,227 22.3% 22,191 44.1% 

P5 S-2 03/12/2015 30/06/2015 28/10/2015 312,759 5,369 1.7% 145,593 46.6% 81,622 26.1% 

P6 S-2 30/11/2015 07/07/2015 04/11/2015 757,354 37,196 4.9% 240,210 3.2% 64,953 8.6% 

 

  

all valida tion data  

burned 
not 

burned 
total  

Userõs 

accuracy 

m
a
p

p
e
d

 b
u

rn
e
d

 

a
re

a
  

burned 921 279 1200 76.75 

not burned  240 1774 2014 88.08 

total  1161 2053 Correct=2695  

Total samples=3214 

Overall acc.=83.85%  

Kappa=0.84  
Producerõs Accuracy 79.33 86.41 
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Figure 7: Burned area and cloud coverage for multispectral and SAR automatic burned area assessment.  

 

Figure 8 shows burned areas for each validation site from the automatic classification approach using 

Sentinel-2/Landsat-8 or Sentinel-1 data.  
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Figure 8: Comparison of automatically classified burned area derived from Sentinel-1 or Sentinel-2/Landsat-8 imagery 

for each validation site.  

4.2 Emission estimation 

Table 8 provides an overview of different emission estimation for Sentinel -1 burned areas based on 

different datasets described in the ATBD [4]. Vegetation fire emissions were estimated at 501.8 Mt  CO2-

eq using MoEF and 1,117.3 Mt CO2-eq using ESA CCI land cover classification for the whole study area. 

Belowground emissions were based on Wetland International  peat layer and discriminated in first and 

more than one fire  and resulted in 389 Mt CO2-eq and 858 Mt CO2-eq, respectively. This sums up to 

total fire emissions of 890 CO2-eq and 1,975 CO2-eq, respectively, in 2015 for the three regions . Figure 

9 provides a graphical presentation of the results.  

Furthermore, a reference land cover classification for an area of 100,000 km² for 2015 pre-fire conditions 

was generated as described in the ATBD [4] which is based on Landsat and Spot data. The final map is 

depicted in Figure 10. This area serves as òreferenceó map for the emission estimations to the other land 

cover classifications (MoEF and CCI) (see Table 9).  

Vegetation fire emissions in the 100,000 km² reference site were estimated at 52.36 Mt CO2-eq using 

MoEF, 78.33 Mt CO2-eq using ESA CCI and 72.82 Mt CO2-eq using the reference land cover classification. 

Belowground emissions resulted in 38.36 Mt CO2-eq, 64.70 Mt CO2-eq and 46.26 Mt CO2-eq, 

respectively. This sums up to total fire emissions of 90.72 CO2-eq based on MoEF, 143.03 CO2-eq based 

on CCI and 119.08 CO2-eq based on the reference land cover classification (see Table 10). 

 




















